
1. Control Instruments 1. Extra Lighting

2. Standard Lighting 2. GPS

3. Bilge Pump 3. Fish Finder

4. UHF/VHF Radio 4. Auto Pilot

5. Trim Tabs

6. Fridge

Basic Optional
Electrics Electrics

On-Board Marine Electrics guide

Marine Pro 400 Outboard and Inboard

57M Starting up to 45 hp 430 amps 95 min 235 172 218
+ Basic Electrics

Marine Pro 500 Outboard and Inboard

NS7OM Starting up to 115 hp 500 amps 110 min 258 172 232
+ Basic Electrics

Marine Pro 600 Outboard and Inboard
N70ZM Starting up to 350 hp 600 amps 135 min 305 172 232

+ Basic Electrics and
2 Optional Electrics

CCA Reserve Overall
Century Application Starting Capacity Dimensions
Type Power

L W H

Century Marine Pro Batteries are specially designed to handle the rigours of pounding from heavy seas. Car batteries are not suitable
for Marine use. Safety is very important when out on the water. 

The heavy power needs of some Optional Electrics may require the additional support of a Dual Battery System, which includes a
Deep Cycle battery. For information on Dual Battery Systems, and calculating the correct power needs of your boat, ask your Century
representative for the Deep Cycle battery brochure.
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MARINE PRO

PART
No.

11066 57M 12 12 11 430 95 235 172 218 D DF CH, PL, SL
11067 NS70M 12 12 13 500 110 258 172 232 D DF CH, PL, SL
11550 N70ZM 12 12 15 600 135 305 172 232 D DF CH, GM, PL
11455 N150M 12 12 25 900 260 525 214 246 F STD CH, GM, PL
11434 N200M 12 12 33 1120 400 525 276 243 F STD CH, GM

Century Marine Pro – Quick Selection Guide
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Marine Pro 400
SUITS BOAT ENGINES 
STARTING UP TO 45HP

The Marine Pro 400 has sufficient
reserve capacity to operate many of
the ‘Basic Electrics’ found on boats
today but is not designed to provide
deep cycling capability.

• Contains exclusive Platelock®
to withstand wave pounding 
& engine vibration.

• Nationwide Warranty.

Marine Pro 500
BEST FOR ENGINES 

STARTING UP TO 115 HP

The Marine Pro 500 is designed with
sufficient reserve capacity to operate
many of the ‘Basic Electrics’ found 
on boats today. If ‘Optional Electrics’
are present, then we recommend 
the additional power of the Marine
Pro 600.

• Contains exclusive Platelock®
to withstand wave pounding 
& engine vibration. 

• Nationwide Warranty.

Marine Pro 600
IDEAL FOR ENGINES 

STARTING UP TO 350 HP

The Marine Pro 600 has sufficient
reserve capacity to operate ‘Basic
Electrics’ and ‘Optional Electrics’.
If more than 2 Optional Electrics 
are fitted to the boat, a Dual Battery
system (Marine Pro battery and a
Deep Cycle battery) is recommended.

• Contains exclusive Platelock®
to withstand wave pounding 
& engine vibration. 

• Nationwide Warranty.

MARINE BATTERIES

Assembly configurations outlined on page 11
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